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Tamper Proof Printable HF NFC Jewelry Tag

#HASH/Basic Parameters

R~FISize (L/0OD x W/ID x H) 143.5*14*0.1mm(ID/OD Al JE b= %5 P £2/414%,ID/OD:inner/outer diameter of round tags)
fii#4 35} #/FaceStock or Housing ] T EN 4 A 4UPrintable Coated Paper

24 J5 ) Installation i kk/Adhesive
K 2% T.Z/Antenna Type il K £k/Copper Antenna
i AR/Technology P-4 /Microstrip Flat Style
B 7 4%/Backing Liner HATH B 3B WIPET/Single Silicon & Transparent PET Liner
$3{if/Characters i {h(Tamper Proof)
7 B /Product Feature
it A /Chip Model ICODE SLIX
Ppisl/Protocol 1ISO15693
$512% {1 [/ Operating Frequency 13.0-14.5Mhz
P #7/Memory TID/UID 64 bit+ EPC/Block + User 896 bit+ Reserve
it ffi/Reading Range 2cm (depends on reader)
N v Jfi/Applicable Surface 5 (Air-free)/4:J&(On metal)
o . A - ) y i )
AL 55/ Option S 1) % £ B R 4% B S0 A B AN AL 4 FECustom color printing(Embossing or laser-engraving) with barcode or text &

personalization encoding

Fff hin it Bi/Additional
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it 577 X/ Delivery & Supply Format

BRI £ 5545 K0 E1000-3000 /4 (KR 3Kk LB N5 1) Supply in roll with 1000-3000PCS/Roll(Check Addtional Note for your specific needs)

M35 /Application

BRI IR T RPR R TE BAPIK. Brd. WSR2 T RE SR G s SRR Ak, RN TR RESETk, £
IhRERPOE A IR, B REEEAER AL AT HE, R IR MR BB WParticularity of jewelry tag is waterproof, scratch-resistant and wear—
resistant. They are widely used in jewelry counter displays to indicate product grades. They can also be used in clocks, glasses, and
other industries. The main functions are fast query search and intelligent inventory counting, Visual promotion, after—sales tracking
and quality traceability.

H 35S H/Environmental Parameter

$i4% {4 77/Data EEPROM Retention  10years

# L HESD Limited Voltage 2KV

L1EiE #/Operating Temperature -35°C - 85C

%7715 %/ Storage Temperature 0°C -25C

A 1 % /Relative Humidity 10%-95%(Variant Performance)

FEEA/STATEMENT

R R T AR AT P AR R TR A RAE B S, R ST I LA S B R SR A R A Sk B AT e R WIS SR M)
LB RAEMBIA T2 L% A A K. The above data is based on our company general understanding of the

product attribute, is just for general reference. Buyershould evaluate product under the condition of practical application to
decide whether it is suitable for your application. XMinnov guarantee their products to the buyers that there is no defect on product
material and fabrication.
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